
 

SPECIAL CONSULTANTS, OILFIELD RENTALS, EQUIPMENT LI MITED 

SCORE Limited DE PRESS TYPE UNIT: For fine filtration of highly contaminated completion brines 
and seawater. 

Features: 
•Caulked and gasketed plates 
•All units are stackable 
•Stainless steel manifolds 
•Blow down feature for dryer cake 
•Backup hydraulic pump 
•Enclosed hydraulic system 
•2" pump piped to catch pan 
•Curtains to contain waste 

Model: 
Dimensions- 19'6"Lx 6'Wx 7'H 
Weight - 21,000 lbs 
Flow Capacity - 14 to 16 bbl/min 
Manifolds - 4" Inlet / Outlet 
Filter Area - 1,300ft2 
Total Filter Cake Capacity - 70ft3 
Max Working Pressure - 100 PSI 
Plates - 47  
Chambers - 46  
Plate Size - 1,200mm H.V. 

                                  PRESS UNIT                                   BLENDING/SLURRY TANK                           

 
D.E. Filter Press Model Comparison  
  900 1000 1200 1300 
Dimensions(LxWxH) 15x6x7 17x6x7 18x6x7 17x6x7 
Weight 18,800 21,000 21,000 21,000 
Flow Capacity 8 to 10 10 to 12 12 to 14 14 to 16 
Manifold 4" 4" 4" 4" 
Effective Filter Area 800ft2 1,000ft2 1,200ft2 1,300ft2 
Total Filter Cake Cap. 45ft3 53ft3 67ft3 70ft3 
Max Working Pressure 100PSI 100PSI 100PSI 100PSI 
Plates 33 43 49 47 
Chambers 32 42 48 46 
Plate Size 1,200H.V. 1,200L.V. 1,200H.V. 1,200H.V. 

 
This DE Press type unit operates with a slurry tank for mixing DE material in solution and a centrifugal 
pump for transferring un-filtered brine to the press unit and then cartridge polishing unit for final filtration. 
The slurry skid contains tanks, transfer pumps, and mixers to precoat and body feed the D.E. Filter.  
These slurry skids have also been designed with dual cartridge pods on skid to minimize space. 
We also have skid mounted independent 2” Wilden transfer pumps available for chemical transferring. 
 
 



 
SPECIAL CONSULTANTS, OILFIELD RENTALS, EQUIPMENT LI MITED:  
Features: 
•All Units are Stackable 
•Air driven tank agitators 
•Tanks and pipework constructed 
of stainless steel 
•Stainless dual pod unit designed 
on skid for compactness and safety 
•Air driven 3" pump to pull prime 
and 2" pump for Admix 
•Graduated barrel markers 

Model Shown Above: 
Dimensions- 13'6"Lx 6'Wx 7'H 
Weight - 6,000 lbs 
Tank Capacity - 24 barrel 
Compartments - 2 
Pipework - 4" Inlet / Outlet 

 
D.E. Slurry Tank Model Comparison   
  400 600 800 1000 1200 1300 
Dimensions(LxWxH) 13x6x7.9 13x6x7.9 13.6x6x7 13x6x7.8 14x6x7 14x6x7 
Weight 5,500 5,500 6,000 6,000 6,000 6,000 
Tank Capacity 22 22 24 24 32 32 
Compartments 2 2 2 2 2 2 
Pipework (inlet/outlet) 4" 4" 4" 4" 4" 4" 
Filters 19 19 38 38 60 60 

SCORE Limited DUAL POD CARTRIDGE FILTER UNITS: Cartridge filter system used as a 
polishing filter for fine filtration of fluids from 2 Micron absolute to 50 Micron nominal. This system 
should be used in applications where low solid loadings are expected in the process fluid. Cartridge unit are 
best used on light completion brines. Typically good for 4bpm constant filtering of brine. Can get up to 8-
10bpm.with cleaner fluids. 

Features: 
•Stainless steel construction 
•C-22 or double open ended tube sheet 
•Skid mounted 
•Aluminum cover for ease of handling  
  
Specifications: 
Dimensions- 6' L x 3'6" W x 4'4" H 
Weight - 1,500 lbs 
Cartridges - 19 to 30 per pod, depending on rates required. 
Recommended change out - 30 PSI differential 
     CARTRIDGE UNIT  

 



 

SPECIAL CONSULTANTS, OILFIELD RENTALS, EQUIPMENT LI MITED:  

SCORE Limited STANDARD ENGINE/PUMP FEATURES:  4 x 4 self priming centrifugal pump for 
diatomaceous earth filter pre-coating units or general fluid filter and transfer from the cartridge units. 

Features: 
•Environmental pans 
•Emergency shut down device 
•Spark arrestors 
•Heat resistant blankets 
•Skid mounted 
•Large fuel capacity 
•Air Start 
  
Specifications: 
Dimensions - 6' L x 3'5" W x 5'7" H 
Weight - 3,000 lbs 
Rate Capacity - 8 to 14 barrels per minute 
Horsepower - 80 
Fuel Capacity - 80 Gal 
Max Discharge Pressure - 100 PSI 
Engine Type - Deutz 4 cylinder air cooled 
Pump Type - 4 x 4 Gorman Rupp (UB4) 
               CENTRIFUGAL PUMP 

 
 
DIGITAL PORTABLE CENTRIFUGE                                  1000 Gallon MARINE PORTABLE TANKS 

                                           
SCORE Limited has this Digital Portable Centrifuge unit available for use in our WBCO sample testing 
and for rent as required. We have 1000 gallon tanks for rent to safely store and transport well-bore cleanup 
chemicals, brine, diesel, used oil and waste liquid materials. Two inch (2”)Wilden transfer pumps available. 


